
 

Cisco Con�g 5 - Power supply

hot-plug (plug-in module) - AC 100-240 V - 1000 Watt - for P/N:
C9200-48P-A - C9200-48P-E - C9200-48P-EDU - C9200L-48P-4G-A=
- C9200L-48P-4X-E-WS

Group Power Supply

Manufacturer Cisco

Manufacturer item no. PWR-C5-1KWAC=

EAN/UPC 0889728085472

 

Description

Cisco Con�g 5 - Power supply - hot-plug (plug-in module) - AC 100-240 V - 1000 Watt - for P/N: C9200-48P-A, C9200-48P-E,
C9200-48P-EDU, C9200L-48P-4G-A=, C9200L-48P-4X-E-WS

  

Main features  

Product Description Cisco Con�g 5 - power supply - hot-plug - 1000 Watt

Device Type Power supply - hot-plug - plug-in module

Weight 900 g

Input Voltage AC 100-240 V

Output Voltage 54 V

Power Capacity 1000 Watt

Input Connectors Power IEC 60320 C16

Dimensions (WxDxH) 10.2 cm x 19.3 cm x 4.01 cm

Designed For P/N: C9200-48P-A, C9200-48P-E, C9200-48P-EDU, C9200L-48P-4G-A, C9200L-48P-
4G-A=, C9200L-48P-4G-E, C9200L-48P-4G-EDU, C9200L-48P-4X-A, C9200L-48P-4X-E,
C9200L-48P-4X-EDU, C9200L-48P-4X-E-WS

Extended details

General

Device Type Power supply - hot-plug - plug-in module

Power Device

Input Voltage AC 100-240 V

Frequency Required 50 - 60 Hz

Input Connectors Power IEC 60320 C16

Output Voltage 54 V

Max Electric Current 16.5 A

Power Capacity 1000 Watt

Miscellaneous
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Compliant Standards EN 61000-3-2, EN 61000-3-3, EN55024, EN 61000-6-1, CCC, ICES-003 Class A, UL
60950-1, IEC 60950-1, EN 60950-1, AS/NZS 3548 Class A, BSMI Class A, VCCI Class A,
FCC CFR47 Part 15 B Class A, EN 300 386, EN 55032 Class A, CISPR 32 Class A,
CAN/CSA-C22.2 No. 60950-1, CISPR 35

Environmental Parameters

Min Operating Temperature -5 °C

Max Operating Temperature 45 °C

Humidity Range Operating 5 - 90% (non-condensing)

Dimensions & Weight

Width 10.2 cm

Depth 19.3 cm

Height 4.01 cm

Weight 900 g

Compatibility Information

Designed For P/N: C9200-48P-A, C9200-48P-E, C9200-48P-EDU, C9200L-48P-4G-A, C9200L-48P-
4G-A=, C9200L-48P-4G-E, C9200L-48P-4G-EDU, C9200L-48P-4X-A, C9200L-48P-4X-E,
C9200L-48P-4X-EDU, C9200L-48P-4X-E-WS

Technical data © 1WorldSync. Subject to technical modi�cations and errors.
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